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§175.112 Specific applicability for in-
dividual parts.

At the beginning of certain parts of
this subchapter, a more specific appli-
cation is given for all or particular por-
tions of that part. This application sets
forth the type, size, service, or age of a
vessel to which certain portions of that
part apply or particular dates by which
an existing vessel must comply with
certain portions of that part.

§175.120 Vessels on an international
voyage.

A mechanically propelled vessel that
carries more than 12 passengers on an
international voyage must comply
with the applicable requirements of
SOLAS, as well as this subchapter.

§175.122 Load lines.

A vessel of 24 meters (79 feet) in
length or more, the keel of which was
laid or that was at a similar stage of
construction on or after July 21, 1968,
and that is on a voyage other than a
domestic voyage is subject to load line
assignment, certification, and marking
under suchapter E (Load Lines) of this
chapter.

§175.200 Gross tonnage as criterion
for requirements.

(@) The regulations in this sub-
chapter take into account a vessel’s
length, passenger capacity, construc-
tion, equipment, intended service, and
operating area. The criterion for appli-
cation of this subchapter is the gross
tonnage of the vessel. When the Com-
mandant determines that the gross
tonnage of a particular vessel, which is
attained by exemptions, reductions, or
other devices in the basic gross ton-
nage formulation, will circumvent or
be incompatible with the application of
specific regulations for a vessel of such
physical size, the Commandant will
prescribe the regulations to be made
applicable to the vessel.

(b) When the Commandant deter-
mines that the gross tonnage is not a
valid criterion for the use of certain
regulations based on the relative size
of the vessel, the owner will be in-
formed of the determination and of the
regulations applicable to the vessel.
The vessel must be brought into com-
pliance with all additional require-

§175.400

ments before a Certificate of Inspec-
tion is issued.

§175.400 Definitions of terms used in
this subchapter.

The following terms are used in this
subchapter:

Accommodation space means a space
(including a space that contains a
microwave oven or other low heat ap-
pliance with a maximum heating ele-
ment temperature of less than 121°C
(250°F)) used as a:

(1) Public space;

(2) Hall;

(3) Dining room and mess room,;

(4) Lounge or cafe;

(5) Public sales room;

(6) Overnight accommodation space;

(7) Barber shop or beauty parlor;

(8) Office of conference room;

(9) Washroom or toilet space;

(10) Medical treatment room or dis-
pensary; or

(11) Game or hobby room.

Beam or B means the maximum
width of a vessel from:

(1) Outside of planking to outside of
planking on wooden vessels; and

(2) Outside of frame to outside of
frame on all other vessels.

Bulbous bow means a design of bow in
which the forward underwater frames
ahead of the forward perpendicular are
swelled out at the forefoot into a bul-
bous formation.

Bulkhead deck means the uppermost
deck to which watertight bulkheads
and the watertight shell extend.

Cable means single or multiple insu-
lated conductors with an outer protec-
tive jacket.

Cargo space means a:

(1) Cargo hold;

(2) Refrigerated cargo space;

(3) A trunk leading to or from a space
listed above: or

(4) A vehicle space.

Coast Guard District Commander or
District Commander means an officer of
the Coast Guard designated as such by
the Commandant to command Coast
Guard activities within a district.

Coastwise means a route that is not
mote than 20 nautical miles offshore on
any of the following waters:

(1) Any ocean;

(2) The Gulf of Mexico;

(3) The Caribbean Sea;
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